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Lampiran 1.

Gambar L-1. Pengukuran koefisien refleksi (S11) dan VSWR
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Lampiran 2.

Gambar L-3. Pengukuran S21 antena pada jarak 9 Cm
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Lampiran 3.

Gambar L-4. Pengukuran S21 terhadap tanah tebal 30 Cm

Gambar L-5. Pengukuran S21 terhadap air tinggi 30 Cm
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Lampiran 4  Pengukuran E-Plane (Elevation Pattern) Frekuensi 1 GHz
Prototipe Antena Mikrostrip Triple Rectilinear

Tetha [deg] | Mikrostrip E-Plane [dB] 120 -5
0 2 125 -5,1
5 1,7 130 -5,3
10 1,5 135 -5,4
15 1,8 140 -5,3
20 1,3 145 -5,6
25 1,35 150 -5,4
30 1,9 155 -5,8
35 1,4 160 -6
40 1 165 -6,8
45 -1,2 170 -7
50 -1,4 175 -7,4
55 -2 180 -6,8
60 -1,8 185 -6,2
65 -1,9 190 -7
70 -2 195 -6,8
75 -2,3 200 -6
80 -2,5 205 -6,4
85 -2,9 210 -5,7
90 -3 215 -5,6
95 -3,1 220 -5

100 -4,2 225 -4,2
105 -3,8 230 -4,3
110 -4 235 -5

115 -4,2 240 -5,6
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245 -4,3
250 -4

255 -3,6
260 -3,4
265 -3,2
270 -3

275 -2,9
280 -2

285 -2,9
290 -2,8
295 -2

300 -1,5
305 -1,8
310 -1,4
315 -1

320 -1,2
325 1,9
330 1,7
335 1

340 1,8
345 1,4
350 1,5
355 1,4
360 2
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Lampiran 5 Pengukuran H-Plane (Azimuth Pattern) Frekuensi 1 GHz
Prototipe Antena Triple Rectilinear

Phi [deg] Mikrost[LpBl]-LPlane 120 1,28
0 1,28 125 1,28
5 1,28 130 1,264
10 1,264 135 1,265
15 1,265 140 1,264

20 1,264 145 1,264
25 1,264 150 1,261
30 1,261 155 1,265
35 1,265 160 1,263
40 1,266 165 1,261
45 1,265 170 1,263
50 1,261 175 1,262
55 1,265 180 1,255
60 1,266 185 1,25
65 1,265 190 1,26
70 1,268 195 1,25
75 1,265 200 1,262
80 1,263 205 1,264
85 1,26 210 1,262
90 1,27 215 1,263
95 1,274 220 1,263
100 1,28 225 1,262
105 1,263 230 1,261
110 1,29 235 1,264
115 1,27 240 1,265
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245 1,263
250 1,265
255 1,267
260 1,27
265 1,28
270 1,268
275 1,265
280 1,263
285 1,268
290 1,27
205 1,265
300 1,28
305 1,27
310 1,29
315 1,274
320 1,265
325 1,262
330 1,26
335 1,29
340 1,28
345 1,28
350 1,267
355 1,264
360 1,28
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