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Lampiran D 
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Gambar D1. Peralatan stone crusher 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Gambar D2. Lokasi penumpukan agregat kasar  
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Gambar D3. Lokasi penumpukan agregat halus  
 

 
 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Gambar D4. Pengambilan agregat kasar 
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Gambar D5. Pengambilan agregat halus  
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Gambar D6. Analisa Saringan 
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Gambar D7. Penimbangan Agregat 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Gambar D8. Agregat Campuran 
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Gambar D9. Pemanasan Agregat 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Gambar D10. Pencampuran Agregat dan Aspal 
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Gambar D11. Penumbukan Campuran Dalam Mold 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Gambar D12. Hasil Penumbukan Campuran 
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Gambar D13.  Alat Perendaman (Water Bath) 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Gambar D14. Penimbangan Benda Uji 
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Gambar D15. Penimbangan Benda Uji Dalam Air 
 

 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

      Gambar D16. Pengujian Marshall 
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Gambar D17. Alat Viscositas 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Gambar D18. Alat Penetrasi 
 
 


